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Samsung CCTV SDV-410Y QuickStar t Instructions 

 
Setting up SDV-410Y Video Intercom 
System 
 
This system is simple to install. It uses a 
four (4) conductor wire connection for the 
initial installation. 
 
Step 1: Mount the Camera 

1. For the SDV-410Y unit, using the 
camera outside with a wall mount, 
secure to the wall using spacers and 
screws provided. 

2. Remember: never aim the camera 
directly at sunlight. The iris will 
have a very hard time adjusting to 
the light. 

 
Step 2: connect the System to the Camera 
See Figures 1 

1. The four connections that are made from the camera to the monitor will connect to the 
corresponding connection on both units. 

2. Connect a wire to the “1R (12v DC)”  on the back of the monitor to the back of the 
camera, “1R” .  

3. Then, connect “2W (GND)”  from the monitor to “2W” on the camera. 

4. Next, “3Y”  (Video)”  from the monitor to “3Y”  on the camera. 
 

5.  Finally, connect “4B (audio)”  from the monitor to the camera, “4B” .  
 
Step 3: Install Door  Key, if applicable 

1. This is a two wire connection fro the monitor to the door key. 
2. Run positive (+) from the door key to the positive (+) on the monitor. 
3. Run negative (-) from door key to the negative (-) on the monitor. 
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Step 4: Use the Unit 

1. Connect power to the system, push the button on the camera and wait for a response from 
the monitor. 

2. Pick up the handset to respond to the outside camera when talking. 


